VX-4100/4200SERIES

VHF/UHF Mobile Radios

%

B HIGH POWER OUTPUT (50W VHF/45W UHF)
B WIDE FREQUENCY SPAN
134-174 MHz (VX-4104/4204)
400-470 MHz / 450-520 MHz (VX-4107/4207)
M 501 CHANNELS/32 GROUPS (VX-4200 SERIES)
B8 CHANNELS (VX-4100 SERIES)
M LARGE LCD WITH 12-CHARACTER ALPHA-NUMERIC
LABELS AND OPERATING STATUS ICONS (VX-4200)
B WIDE/NARROW DEVIATION (12.5/20/25 kHz),
PROGRAMMABLE PER CHANNEL
B CTCSS AND DCS ENCODE/DECODE
B DTMF ANI AND PAGING
Il 2-TONE ENCODE AND MULTIPLE 2-TONE DECODE
B 5-TONE SIGNALLING BUILT IN
B USER-SELECTABLE TONES
Bl INTEROPERABILITY RECEIVER (OPTIONAL
MULTI BAND RECEIVER UNIT REQUIRES)
Bl CHANNEL SCAN PLUS PRIORITY SCAN,
DUAL WATCH, AND FOLLOW-ME SCAN/DW
B BUILT-IN EMERGENCY MICROPHONE
B AUDIO COMPANDER (WIDE/NARROW-BAND)
B LOUD AUDIO OUTPUT FRONT SPEAKER
BMBCLO, BTLO, AND TOT
B REMOTE RADIO STUN/KILL/REVIVE (5-TONE)
B PUBLIC ADDRESS/HORN ALERT
B PROGRAMMABLE MINIMUM VOLUME
B PROGRAMMABLE FUNCTION KEYS
BMUSER "SET" (MENU) MODE
B D-SUB 15-PIN ACCESSORY CONNECTOR
BARTS™ (AUTO-RANGE TRANSPONDER SYSTEM)
M OPTIONAL ENCRYPTION
B OPTIONAL VOICE STORAGE
B MIL-STD 810 C/D/E
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